STRONGER FOR LONGER

(=) TsurumI Pump

KW-4027

TEKNISK INFORMATION

e Ribbavstind mm 1/2/2,5/5
Avstand ribbor i 17
mmKapacitet m3/h
1
Avstand ribbor 29
mmKapacitet m*/h
(2)
Avstand ribbor 34
mmKapacitet m3/h (2,
5)
Avstand ribbor 47
mmKapacitet m3/h
(5)
Hojd mm (H1) 279
Hojd mm (H2) 660
Hojd mm (H3) 323
Vattenvagens bredd <400
mm
Langd mm 544
Installationsvinkel 60°

Tsurumi Intec Pump AB
Strandvégen 5
Bleket
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Temperatur

Max. PH-varde

KW
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0-40°C
4-10

TEKNISK INFORMATION | Motor, Ovrigt on the next page -

& sales@tsurumi.se
© www.tsurumi.se

in https://www.linkedin.

f com/company/tsurumi-pump-sverige/
https://www.facebook.
com/tsurumipumpsverige 1



KW

STRONGER FOR LONGER

(=) TsurumI Pump

HOACH Motoreffekt kW 0,09 DAL Torrvikt Kg 23,50
Fas / Spanning 3-fas / 400V / 50Hz
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